excelsior

washrooms for all environments

Specification Hydroline Tubular Framed 12mm SGL Cubicles

Doors, Divisions.Pilaster & Infills

e 12mm Compact Solid Grade Laminate
e Black core radius & polished edge finish

Standard Dimensions

e 1997mm overall height (c/w 150mm leg) x 1500mm
e Increased height radius profiled divisions (up to 2600mm high) available at additional cost

Framework detail:

e Hydroline is a fully framed tubular system manufactured from non-corrosive materials suitable for wet and
dry areas.

Framework colour options:
e RAL 9016 White, RAL 9001 Pearl White, RAL 9011 Black, BS 00A05 Steel Silver
Ironmongery:

e Rise and fall extruded channel continuous hinge
e Snib Turn Indicator Ref: 189P1213

e Pilaster extrusion incorporating 150mm Leg

e Coat Hook

e Continuous wall channel Brackets

e Headrail

e Headrail End Caps

Toilet Roll Holder and Accessories available upon request

Ironmongery Finish: RAL 9016 White; RAL 9001 Pearl White; RAL 9011 Black; BS 00AQ5 Steel Silver.

Colour Selections: Excelsior Preferred Cubicle & Washroom colour selections.

Special Notes: Outward opening doors complete with back to back Stainless Steel ‘D’ Handles.

Increased height radius profiled divisions (upto 2600mm high) available at an additional cost.

Anti-peep rails to tops of cubicles available at an additional cost.

We recommend that outward opening doors open onto an adjacent solid wall to prevent overstrain on hinges.
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