
                                                    
 

            

Excelsior Panelling Systems Ltd  

Registered Office: Unit 2 Woodside Industrial Estate, Pedmore Road, Dudley, West Mids, DY2 0RL  

Company Registration No. 1382419 England  /  V.A.T. Registration No. GB 369 5122 35 

Specification Select Cubicle Range 

Doors, Divisions & Pilasters: 

• High Pressure Laminate PUR bonded onto 18mm MR Core 

• 2mm ABS edge finish 

Standard Dimensions: 

• 1960 overall height (including 150mm ground clearance) x 1500mm deep 

All heights subject to material/colour selection 

Ironmongery: 

• Rise and fall aluminium hinges :   Ref: EXH-A20 

• Recessed Indicator and Keep -    Ref: EXL-A20 

• Leg 150mm     Ref:EXL-A150 

• Coat Hook -     Ref: EXCH-A20 

• Brackets -      20mm SAA Division U-Channel 

• / 20mm SAA Wall Pilaster J-Channel 

• Headrail     Ref: EXPHR20 

• Headrail End Caps    Ref: EXHREND 

Toilet Roll Holders and Accessories available upon request 

 

Ironmongery Finish: Excelsior Semi Bright Anodised Aluminium as standard. 

Colour Selections:  Excelsior Preferred Cubicle & Washroom colour selection. 

Special Notes: Outward opening doors complete with back to back Aluminium ‘D’ Handles and full height ‘Z’ 
Section door Stop/Keep. 

2100mm Cubicle height available at additional cost. 

 

All heights subject to material/colour selection. 

 

We recommend that outward opening doors open onto an adjacent solid wall to prevent overstrain on hinges. 

 

 


