excelsior

washrooms for all environments
Specification T Line 12mm Compact Cubicle

Pilaster and Headrail:

e Extruded Aluminium Pilaster and Headrail profiles — SAA as standard
e Hybrid & Nickel powder finishes available upon request

Door & Divisions Panel Specification:

e 12mm Compact Solid Grade Laminate
e Black core radius & polished edge finish

Standard Dimensions:

e 2000mm overall height (including 150mm ground clearance & 40mm headrail) x 1500mm deep

Ironmongery
e Rise and fall aluminium hinges Ref: EXH-AT13
e Recessed Indicator and Keep - Ref: EXL-A13
e Leg150mm - Ref: EXL-A150
e Coat Hook - Ref: EXCH-A13
e Brackets - 13mm SAA Division U-Channel /
= 13mm SAA Wall Pilaster J-Channel
e Headrail Ref: EXPHR13
e Headrail End Caps EXHREND

Toilet Roll Holder and Accessories available upon request

Ironmongery Finish: Excelsior Semi Bright Anodised Aluminium as standard. (powder coated available upon
request).

Colour Selections: Excelsior Preferred Cubicle & Washroom colour selections.

Special Notes: Outward opening doors complete with back to back Aluminium ‘D’ Handles and full length ‘2’
section door Stop/Keep.

Full height option available upon request (up to 2700mm)

We recommend that outward opening doors open onto an adjacent solid wall to prevent overstrain on hinges.
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