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Duct panelling comes in differing configurations and covers a multitude of functionalities.
Washroom duct panelling provides a practical and functional choice for hiding and concealing unsightly pipework,
cables, wastes etc in your washroom (be it for a cubicle, urinal, vanity unit or something else) through an integrated
plumbing system (IPS). Not only are these services aesthetically hidden they also allow for easy access for
maintenance and cleaning through their secret fixed lift off and hinged keyed access panels.

All of our Duct assemblies are bespokely manufactured to suit individual requirements and to accommodate
sanitaryware and DDA provisions.

As with all our systems, the core material is paramount and must be suitable for its intended environment.
We supply a variety of materials and options, including High Pressure Laminate, Compact Density Fibre Board,
Melamine Faced Chipboard & Solid Grade Laminate. With over 40 years of manufacturing in the industry, our team
are experts in advising customers on the most suitable material for their intended use.

Excelsior’s Recommended Core Material 

Ranges we would recommend:
Some of our recommended Ranges include, but are not limited to:

Mariner

IPS Duct Panelling

12mm SGL range duct IPS panelling (wood frame)
Full height panel specification:

12mm Compact Solid Grade Laminate
Black core radius & polished edge finish
Panels split to suit sanitaryware

Plinth / Shadowgaps:
Dry areas:

High Pressure Laminate bonded onto 18mm MR MDF
Plinth incorporates 1mm ABS edge detail at floor junction to prevent moisture ingress
All remaining edges as cut

Wet areas:
12mm Compact Solid Grade Laminate
Black core edges as cut

Frame construction/system support:
Sole Plate - 25mm WBP plywood (to be packed level)
Subframe - 18/36mm MR subframe
Panels pre-hung onto subframe using steel hook on clips and nylon push fit clips as required
Hinged access panels c/w keyed budget lock available at additional cost
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Select
20mm HPL range duct panelling (wood frame)

Full height panel specification options:
(a) Select - High Pressure Laminate PUR bonded onto 18mm MR MDF with 2mm ABS edges
(b) Select Plus - High Pressure Laminate PUR bonded onto 18mm MR MDF with postformed vertical edges
(c) Select Veneer - Natural Wood Veneer bonded onto 18mm MR MDF with matching hardwood edges.
Panels split to suit sanitaryware

Plinth / Shadowgaps:
High Pressure Laminate PUR bonded onto 18mm MR MDF
Plinth incorporates 1mm ABS edge detail at floor junction to prevent moisture ingress
All remaining edges as cut

Frame construction/system support:
Sole Plate - 25mm WBP plywood (to be packed level)
Subframe - 18/36mm MR subframe
Panels pre-hung onto subframe using steel hook on clips and nylon push fit clips as required
Hinged access panels c/w keyed budget lock available at additional cost

Option
19mm MFC range duct panelling (wood frame)

Full height panel specification:
19mm Melamine Faced Chipboard
Matching or contrasting 2mm ABS edge finish
Panels split to suit sanitaryware

Plinth / Shadowgaps:
19mm Melamine Faced Chipboard
Plinth incorporates 1mm ABS edge detail at floor junction to prevent moisture ingress
All remaining egdes as cut

Frame construction/system support:
Sole Plate 25mm WBP plywood (to be packed level)
Subframe - 18/36mm MR subframe
Panels pre-hung onto subframe using steel hook on clips and nylon push fit clips as required
Hinged access panels c/w keyed budget lock available at additional cost
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